
SPECIFICATION / DOWNHOLE EQUIPMENT GAMMA MODULE

Axel Gamma Module
Standard or azimuthal version integrated into DirGamma

Axel Gamma Module

Gamma data in 16 sectors

The sensor has a wide measurement range. Calibration 
equipment is supplied.

AXEL GAMMA MODULE PRODUCT SPECIFICATION

KEY SPECIFICATIONS

0–500 API
Measurement range

±3 API
Accuracy

up to +150 °C
Operating temperature

Ø 34.8 × 800 mm
Dimensions

Standard and azimuthal gamma versions · 16 sectors in the azimuthal version



SPECIFICATION / DOWNHOLE EQUIPMENT DIRECTIONAL MODULE

Axel Directional Module
Integrated into DirGamma

Axel Directional Module

Inclination and azimuth

Static and dynamic measurements. Service and calibration are 
available in Russia.

AXEL DIRECTIONAL MODULE PRODUCT SPECIFICATION

TECHNICAL DATA

Diameter 48 mm
Length 39.37 cm
Temperature 0 to +175 °C
Vibration 20 g RMS, 5–1000 Hz
Shock 1000 g, 1 ms
Supply 11 V / 70 mA to 30 V / 35 mA
Pressure 170 MPa

MEASUREMENT ACCURACY

Inclination ±0.1°

Azimuth ±1° at 10–70° incl.

Toolface ±0.1°
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